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Smart Cameras

V-TAC introduces its all-new extensive range of smart

cameras - fully compatible with any smart device
(mobile phones, tablets, or PCs) through WiFi
integration. These cameras offer detection alerts via
email -- all available in standard UK & EU plugs for
compatibility.

Product Features

o Standard wireless frequencies for WiFi transmission

e Equipped with premium quality image sensors -
high definition, high resolution videos at standard
frames per second,

e Supports iOS & Android devices

Real-time alerts sent straight to your mobile for

motion detected

Night Vision

Two-Way Audio

Video storage: Micro SD storage or cloud transmission

Applications

Designed to add an extra layer of security in houses, condominiums, restau-
rants, retail shops, office spaces, and more high-definition video feed in
real-time, including two-way audio, full security camera sets, motion
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Surveillance Camera
VT-5125
SKU: 8474 EAN: 3800157647878 Box Qty: 80 pos

e Input Power - DC:12V+10%

« Resolution - 1920x1080

e Lens-2.8mm @F1.8

» Material - ABS

« Audio - No

« Sensor Type - 2.0MP1/2.7” CMOS

« Signal System - AHD/CVI/TVI/CVBS @1080P

o Minimum illumination - Color:0.01Lux @(F1.2,AGC ON); O Lux (IRs on)
o Black & White - 0.001 Lux @ (F1.2,AGC ON),0 Lux (IRs on)
¢ Shutter - 1/50(1/60) second~ 1/10,000 second

« Lens - High-definition board lens 2.8mm @F1.8

e Lens type M12

» Day and Night IR-Cut

« Video Output - 1Vp-p Composite Output(75Q/BNC)

¢ IR Distance - 20 to 30 meters

[9¢

. .. FULLHD
Night Vision
Surveillance Camera
VT-5126
SKU: 8475 EAN: 3800157647885 Box Qty: 50 pcs

e Input Power - DC:12V+10%

 Resolution - 1920x1080

» Image Sensor - 2.0MP 1/2.7” Low illumination CMOS Sensor
e Lens - 2.8mm@F1.8

» Audio - No

¢ [P Rating - IP65

o Built with Aluminium

« Signal System - AHD/CVI/TVI/CVBS @1080P

o Minimum illumination - Color:0.01Lux @(F1.2,AGC ON); O Lux (IRs on)
¢ Black & White - 0.001 Lux @ (F1.2,AGC ON),0 Lux (IRs on)

e Shutter - 1/50(1/60) second~ 1/10,000 second

« Lens - High-definition board lens 2.8mm @F1.8

e Lens type M12

 Day and Night IR-Cut

« Video Output - 1Vp-p Composite Output(75Q/BNC)

« IR Distance - 20 to 30 meters

C[) P66
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Night Vision e

456 Live . . Life | ¥ ceEmMC



({g ':V/;-;/(\CR T www.vtacexports.com | www.v-tac.eu v-TAC ;

4CH DVR
VT-5127
SKU: 8476 EAN: 3800157647892 Box Qty: 10 pos

e Input Power - DC:12V+10%

 Resolution - 1920x1080

» Image Sensor - 2.0MP 1/2.7” Low illumination CMOS Sensor
e Lens - 2.8mm@F1.8

» Audio - No

¢ |P Rating - IP65

o Built with Aluminium

« Signal System - AHD/CVI/TVI/CVBS @1080P

o Minimum illumination - Color:0.01Lux @(F1.2,AGC ON); O Lux (IRs on)
¢ Black & White - 0.001 Lux @ (F1.2,AGC ON),0 Lux (IRs on)

e Shutter - 1/50(1/60) second~ 1/10,000 second

o Lens - High-definition board lens 2.8mm @F1.8

e Lens type M12

« Day and Night IR-Cut

« Video Output - 1Vp-p Composite Output (75Q/BNC)

« IR Distance - 20 to 30 meters

IP66

FULLHD RATING

Night Vision

« Video power cable security camera wire cord extension cable
designed for CCTV DVR surveillance system.
« Cable Length 60ft(18M)
« All in one video and power security camera cable.
« Compatible with all TVI, CVI, AHD, CVBS CCTV surveillance DVR Camera systen
« Transmits video signals and supplies DC power for security cameras.
 Plug and Play red, for the camera with DC power only.
« Gold plated core riveted joint type BNC male connector
« Nickel plated male and female DC connectors.

18 Meter Wire
SKU: 8477

Security Camera
VT-5135
SKU:8478  EAN: 3800157647915 Box Qty: 50 pcs

o Input Power - DC:12V+10%

 Resolution - 1920x1080

» Image Sensor - 1/2.8” Low illumination CMOS Sensor

e Lens - 3.6mm@F1.8

o Minimum illumination - Color-0.01Lux @(F1.2,AGC ON); O Lux with IR

¢ Black and White - 0.001 Lux @ (F1.2, AGC ON), 0 Lux with IR

o Shutter - 1/50 (1/60) seconds to 1/10,000 seconds

 Designed with Lens Type M12

» Day and night conversion mode - Supports IR-CUT

« Frame rate 1080P@20fps

» Supports Protocols - TCP/IP, HTTP, DHCP, DNS, DDNS,PPPoE, SMTP, NTP
» Communication interface - 1 10/100Mbps adaptive Ethernet port, RJ45
interface

« Infrared distance of 20-30 meters

« Audio - No

o [P Rating - IP65

Cl P66
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Security Camera
co -
Sl VT-5136
- SKU:8479  EAN: 3800157647922 Box Qty: 20 pos

e Input Power - DC:12V

« Resolution - 1920x1080

» Image Sensor - 1/2.7” CMOS 0.001LUX/F1.2(Colorful)

« Video Compression - 32kbps-8mbps

2.0 Mega pixel

« Electronic Shutter - 1/25--1/10000 Second

» Day and night conversion mode - Full Color

« 3D DNR (Digital noise reduction)

* H.265 encoding type - Profile_Baseline

« Intelligent Alarm - Motion detection, occlusion alarm, video loss, network cable
disconnection, IP address conflict

» Support Protocols - TCP/IP, DHCP, HTTP, DNS, RTP RTSP

» Docking Protocols - ONVIF, Hikvision, Dahua

« Universal feature - One-click recovery, dual stream, heartbeat, mirroring, video
masking, anonymous access

» Communication interface - 1 RJ45 10M / 100M adaptive Ethernet port

OTHER CAMERAS FULL COLOR CAMERA

Cl IP66
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Indoor Camera-EU
VT-5120 EUPLUG
SKU: 8377 EAN: 3800157640626 i
Box Qty: 36 pcs :
VT-5120-BS BS PLUG

SKU: 8464 EAN: 3800157644969
Box Qty: 36 pcs

« Image Sensor: 1/4 color CMOS

« 1.0 Mega Pixels camera, Infrared Lens

« 10 meters Night Vision

« 2 Way voice, built in speaker & microphone

« 720P resolution

« Horizontal 355°/Vertical 120° Pan/Tilt

« Network by cable or WiFi

« TCP/UDP/IP/ICMP/DHCP/DNS/HTTP/FTP/SMTP/NTP/UPNP/DDNS/RTSP
« 6w/L4w (Infrared on/off) power consumption

« DC 5V, 2.0A with adapter

« Motion detection, alarm via email.

« Supports Android & 10S devices

w-TAC"

INOVATIVE LED L TEwe
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Night Vision | Two Way Audio Motion Detection
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Wireless NVR Camera-EU
VT-5188 EU PLUG
SKU: 8400 EAN: 3800157643757 i

Box Qty: 4 pcs

VT-5188-BS BS PLUG
SKU:8465  EAN: 3800157644969 i

Box Qty: 4 pcs

« Transmission distance more than 800 meters in open space with no obstacles
« Built-in security wireless WIFI module with stable signal transmission and
strong anti-interference ability

« No need setting WIFI, plug and play

« P2P remote viewing in seconds with high-definition video quality

« Support motion detection alarm
« Support buzzer/Email alarm

« Support Android/10S devices

SMART HOME SECURITY @

HOME WIFKIT SYSTEM
P 2 P N\ ‘?‘ —
— Cloud wireless| | HDMI

Indoor Camera-EU
VT-5122 EUPLUG
SKU: 8439 EAN: 3800157644136 11

Box Qty: 50 pcs

VT-5122-BS BS PLUG
SKU:8438  EAN: 3800157644129 i

Box Qty: 50 pcs

e DC:5V15% Input Power

« Auto tracking

« Motion Detection

* 2.4~2.4835 Ghz Wireless Frequency
« 355°/85° Pan/Tilt

« 1920x1080P Resolution

« 2.0M pixel HD cmos Image Sensor
* 3.6mm Lens

* H.264/Mjpeg Video Compression

« 10 meters Night Vision

« 25-30fps Frame Rate

« Two way Audio

« WEP/WPA-PSK/WPA2-PSK encryption Wireless Security
« SD up to 64gb Storage

« Indoor Use only - IP20
« Supports Android & 10S devices

([ D)

Night Vision | Two Way Audio

~—>
=

D

Motion Detection

FULLHD
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Remote Viewing

Wisw on your iPhone, iPad, or Andraid devices with the

Outdoor Camera-EU

VT-5123 EUPLUG
@, SKU: 8441 EAN: 3800157644150 i
- § Box Qty: 30 pcs :
nﬂ?‘__‘_..: i Y
i oz e VT-5123-BS BS PLUG
h 1 T
) -5 rErAn SKU: 8440 EAN: 3800157644143 11
%‘%\ ﬁ. e oo

L . oult - Box Qty: 30 pcs
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* 2.4~2.4835 Ghz Wireless Frequency
"'EL\- TR . .
s @ @ ﬂ - « Alarm motion detection
R
\“‘: - G e Lan port RJ-45
W

\ « 1920x1080P Resolution
3 « 2.0M pixel HD cmos
¢ 3.6mm Lens
« H.264/Mjpeg Video Compression
i « 10 meters Night Vision
« 25-30fps Frame Rate
.- « Two way Audio
« WEP/WPA-PSK/WPA2-PSK encryption Wireless Security
L o « SD up to 64gb Storage
« IP65(Indoor & Outdoor use)

« Supports Android & 10S devices

([ )

Night Vision | Two Way Audio
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FULLHD

Motion Detection
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Doorbell
VT-5412
SKU: 8355 EAN: 3800157634960

Box Qty: 50 pcs

« Two-way audio

« IR Distance: dual IR cut filter with auto switch, max 5 meters

« Motion detection: alerts users with a push notification

« Remote operation-system settings, account management, stream code setting
* ABS+PC Body Type

* 75x40%143mm

« -10°C ~+50°C Working Temperature
« 1280x720P Resolution

« Rechargeable 18650 Battery 3350mAH or AC 8~24V Power
» HD720P@25FPS Frame Rate

« 166 Degree Field View

« Max 64GB TF Card Storage

-]
LitH

Including

Including 8GB Rechargable

Micro SD Card .‘ﬁ‘e Batteries

Chimes-EU
VT-5415 EUPLUG
SKU: 8445 EAN: 3800157644594 i

Box Qty: 100 pcs

VT-5413 BS PLUG
SKU:8359  EAN: 3800157635004 i

Box Qty: 100 pcs

« 5 levels of volume

« 55 ringtones

« Voltage: AC100-265V

« Protection Rating: IP54

« Wireless range up to 250 mtrs

« Directly plug into an electrical outlet

\@ 55 wtedious

Ringtones
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